Montageanleitung

Allgemeine Hinweise

Vielen Dank fiir den Kauf eines XDURE LED Scheinwerfers.

i Bitte lesen Sie sich die folgenden Installationshinweise sorgfdltig durch.
LED Frontscheinwerfer GP1 Die Motea GmbH ibernimmt keine Haftung fiir Sach- und/oder
Personenschdden, die durch eine unsachgemdRe beziehungsweise
mangelhafte Montage oder Nutzung entstehen.

Uberpriifen Sie vor jedem Gebrauch die korrekte Funktionsweise.
Der Einbau erfordert Kenntnisse der Motorradelektrik. Im Zweifelsfall ist
der Scheinwerfer von einer Fachwerkstatt einbauen zu lassen.

Technische Anderungen, Druckfehler und Irrtiimer vorbehalten.

Anschlussplan

(@) Schwarz: Negativ
@) Weik: Tagfahrlicht

_—
LED Licht Enduro

@ Griin: Abblendlicht _
@ Schwarz: Negativ (@) Braun: Femlicht

% ;Veil%: ngfulrilrgiht @ Griin: Abblendlicht
raun: Femlic

Installationsplan
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Alternativer Anschlussplan

Hinweis: Wenn die Pinbelegung des Steckers nicht mit dem Anschlussplan libereinstimmt, verwenden Sie
bitte die von uns zur Verfligung gestellte Adapterleitung, um die Pinbelegung entsprechend der
Leitungsfuhrung oder Zeichnung zu déndern.

Adapterleitung

1) Schwarz: Negativ
Braun: Fernlicht
® @ WeiR: Tagfahrlicht

Griin: Abblendlicht

)
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~ Mounting Instruction |

General Information

Thank you for purchasing a XDURE LED headlight.

LED Headlight GP1 Please read the following installation instructions carefully. Motea GmbH
accepts no liability for damage to property and/or personal injury
resulting from improper or faulty installation or use.

Please check the correct function before each use. The installation
requires knowledge of motorcycle electrics. In case of doubt, the
headlight should be installed by a specialized workshop.

Subject to technical changes, printing errors and mistakes.

Connection diagram

® Black: Negative
@ White: Daytime Running Light

, —
LED Light Enduro

@ Green: Low Beam
@ Black: Negqtive @ Brown: High Beam

@ White: Daytime Running Light (@) Green: Low Beam
@ Brown: High Beam

Installation Diagram
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Alternative connection diagram

Note:

)

If the pin assignment of the connector does not match the wiring diagram, please use the adapter cable

provided by us to change the pin assignment according to the wiring diagram or drawing.

Adapter cable

) Black: Negative
Brown: High Beam
® @ White: Daytime Running Light

Green: Low Beam
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