Montageanleitung
‘7 ZADDOX Allgemeine Hinweise

Vielen Dank fur den Kauf eines Zaddox Tachometers.

LCD Tachometer Zaddox SM12

Bitte lesen Sie sich die folgenden Installationshinweise sorgfaltig durch.
Die Motea GmbH tbernimmt keine Haftung fur Sach- und/oder
Personenschéaden, die durch eine unsachgeméalle beziehungsweise
mangelhafte Montage oder Nutzung entstehen.

Uberpriifen Sie vor jedem Gebrauch die korrekte Funktionsweise.

Der Einbau erfordert Kenntnisse der Motorradelektrik. Im Zweifelsfall ist
der Tachometer von einer Fachwerkstatt einbauen zu lassen

Technische Anderungen, Druckfehler und Irrtiimer vorbehalten.

Anzeigeoptionen

: Leerlauf
Fernlicht N

Motorkontrollleuchte Blinker

Blinker rechts

links

_ Einstelltaste
Einstelltaste SET

SEL

/ Kilometerzahler

Drehzahl  Geschwindigkeit

Technische Daten

Betriebsspannung: 12v DC

Zylinder: 2/4

Einheit: Kilometer / Meile
Anzeige Geschwindigkeit: 0-199 km/h / mph
Drehzahl: 0~13000 r/min
Kilometerzahler: 0-99999,9 km / miles
Trip-Kilometerzahler: 0-999,9 km /miles
uhr: 12 h
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Belegungsplan
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Display Farboptionen
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Mounting Instructions

27 2abbox

LCD Speedometer Zaddox SM12

General Information
Thank you for purchasing a Zaddox speedometer.

Please read the following installation instructions carefully.

Motea GmbH accepts no liability for damage to property and/or personal
injury resulting from improper or faulty installation or use.

Please check the correct function before each use.

Retighten the screws if necessary.

The installation requires knowledge of motorcycle electrics. In case of
doubt, the speedometer should be installed by a specialized workshop.

Subject to technical changes, printing errors and mistakes.

Setup button
SEL

Operating voltage:
Cylinder:

Metric system:
Velocity indicator:
RPM:

Odometer:
Trip-Odometer:
Time:

Display options

Technical data

Oststralke 36 - 51674 Wiehl

RPM

[dle N

High beam

Setup button
SET

/ Odometer
Velocity

12v DC
2/4

Kilometre / Miles
0-199 km/h / mph
0~13000 r/min
0-99999,9 km / miles
0-999,9 km /miles
12 h
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Electrical terminal assignment
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light blue blue/ red
B yellow -
Turn right Speed Battery
green/
bli"e white green
High . .
beam Water- negative
temp.
blue/ black
oraflge white -
- Ignition-
Turn left Fuel lock
) green/
blue_/red pl[lk red
Gear 2 Gear 1 Gear N
green/ yellow/ yellow/
blk red white
Gear 3 Gear 4 Gear 5

Display colour options
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brown / red Motor failure
grey Gear 6
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Sensor Sensor Ser;sor
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